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dimensions 

L = 651mm F = 600mm minimum If necessary add the space 
for the lifting truck
R =15mm minimum

  -     INCOMING POWER CABLES INCOMING LINE        
  -     INCOMING POWER/AUXILIARY CABLES
         FIXING SWITCHBOARS (HOLE 32X20MM)
         
 

FOR FREE STANDING INSTALLATION IS POSSIBLE TO FIX 
THE SWITCHBOARD ON               OR               AXIS

FOUNDATION IRONS AXIS.
FOR WALL MOUNTED INSTALLATION FIX THE SWITCHBOARD ON AXIS 
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Power Motor Control Center
a cassetti fissi ed estraibili

Fixex & Draw-out
Power Motor Control Center

In alternativa ai cassetti estraibili, il medesimo quadro, 
denominato “MCC a cassetti fissi”, può essere fornito con 
cubicoli rimovibili avvitati alla struttura oppure con                  
interruttori, per arrivo e protezione del trasformatore, 
partenze linea e commutazione rete / gruppo elettrogeno.
Le singole partenze, sia motori che feeder, vengono 
completamente cablate a banco (morsettiere incluse) 
ed il loro inserimento nel quadro è molto veloce in 
quanto, oltre alla connessione dei cavi di potenza in 
ingresso, è sufficiente fissare il pannello alla struttura 
con apposite viti.
Sono anche disponibili cubicoli per interruttori     
modulari che a richiesta possono essere forniti con 
ulteriore porta frontale provvista di oblò di ispezione.

The same switchboard MCC , can be supplied with 
removable cubicle screwed to the chassis, or              
with circuit breakers for incoming and transformer 
protection, feeders and automatic transfer switches 
(ATS).
The single feeder, both motor and user feeder, may be 
completely externally wired, (terminal strip included).
The panel insertion into the switchboard is very quick 
because it is necessary to fix only input cable           
connection and cubicles screw.
If required, MCB cubicle are also available with single 
or double frontal door . 
The double door will be fitted with inspection window 
in transparent polycarbonate or lexan foil.
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